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VII.

VIII.

Radiometer

A radiometer is a tool used to measure the out put intensity of a light source. The
intensity values listed in this manual were measured with a M007-041 spot cure meter.
The intensity reading taken a different type of radiometer should not be compared
directly with the values in this manual.

Radiometers from two different manufacturers can give readings that vary by more than
100%. Other radiometers can be used to track lamp life and to determine acceptable
intensities to ensure full cure within the curing process time frame.

We recommend the M007-041 because of its consistent, accurate measurement for these
types of light sources.



IX. UV SAFETY

The cure Spot HO is very safe to use if operated properly. The guidelines below should
be followed closely to ensure protection from the UV light.

1. UV Protective glasses with side shield must be worn at all times.

2. Never operate the system without the light guide Retaining screw tightened
in place.

3. Never direct the light at any body part.

Warning: UV ENERGY IS TRANSMITTED FROM THE END OF THE
LIGHT GUIDE. PROTECTIVE EYEWEAREQUIPPED WITH SIDE
SHIELDS MUST BE WORN TO MEET THE ANSI-Z80.3 CERIFICATION

All UV safety is the responsibility of the user, especially when operating the system
in a non-standard configuration.

When in doubt about UV safety please call UV Process Supply, Inc. before
proceeding 800-621-1296



