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Cleaning and General Care Instructions for CON-TROL-CURE® UV Blocking Window Films: 

 
Although softer than glass, our window films are a durable product and will retain their UV blocking 
characteristics and appearance for a long service life. Because they are a polyester plastic material, these 
general special care instructions are being provided as a guide toward maintaining their appearance and 
intended functionality.   
 
If you notice some changes in appearance over the first 2 weeks, this is normal, as it is simply the 
natural drying/bonding process occurring. 
 
Please Note: 
1. Do not clean the UV window film during the drying period. Since there is additional moisture 

absorbed into the film during application, it is slightly softer at this time and could be scratched 
easier. Also, by adding cleaning agents to the surface before it has properly dried, you are prolonging 
the drying period and could harm overall adhesion over the long term. 

 
2. A slight hazy or blurry appearance may be noticeable after initial installation. As the film continues to 

dry, clarity will gradually return. 
 
3. For ideal results, do not clean the film for 3 weeks after installation, preferably longer for interior 

windows not exposed to the sun.   
 

a. Definitely do not use: brushes, harsh/coarse paper towel products, cleaners containing 
ammonia, industrial strength cleaners, or any solutions that contain abrasive/grit materials.   

b. Always use a soft clean cloth to wash and dry your windows. Regular non-ammonia 
*Windex or other similar window cleaning solutions may be used. A soft rubber squeegee may 
also be used.  
 
*Windex is a registered trademark of SC Johnson 

 

This document provides information about a product distributed by 
UV Process Supply, Inc ("the Seller"). The information provided in this document 

is offered in good faith and is believed to be reliable, but is made 
WITHOUT WARRANTY, EXPRESS OR IMPLIED, AS TO MERCHANTABILITY, 

FITNESS FOR A PARTICULAR PURPOSE, OR ANY OTHER MATTER. 
 

This document is not intended to provide advice (technical, legal or otherwise) 

for a particular set of facts, but is of a general nature. Users of this document 
should consult with their own advisors and appropriate sources. The Seller and its employees do not assume 

any responsibility for the user's compliance with any 
applicable instructions, laws or regulations, nor for any persons relying on the 

information contained in this document. 
 

All risk arising out of the performance of this product and/or the understanding of its 
usage remains solely with the Buyer. In no event shall the Seller be held liable for 

lost profits, lost savings, incidental or direct damages or other economic consequential damages regardless of 

any statement, expressed or implied, of such liability by the 
Seller's employees or any of its authorized agents. In addition, the Seller and 

its suppliers will be held harmless for any damages claimed on behalf of any third party. 
 

The Buyer of this product accepts full responsibility and understanding for the 
terms and specification set forth herein. 


